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OMEGA VIP

The one and only seat

IN THE WORLD

where plastic seat mounted on
step without any metal brackets
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Stadseat . Com/Stad ko Itu g u . CO m Non-corrosive Long-lasting  Waterproof Virgin Material




Yucel Bahce Mob. San. Tic A.S company started its
activities in 1985. Since 2002, company has been
producing plastic furniture for outdoors. Seating for
stadiums are produced since 2008, first project being
Kadir Has Stadium in Kayseri, Turkey.

In 2009, Delta brand name has been purchased and
since then Delta seats are supplied to stadiums and
sports halls in variety of models including general
spectator seats, VIP — Box seats, Players Bench seats,
Press seats in numerous assembly methods.

stadseat.com/stadkoltugu.com

As of today, Yucel has been
exporting plastic furnitures and
stadium seats to 62 countries
that is produced in its
integrated plants built on area
of 50.000 sqr meters in south of
Turkey. Market share of Delta
has been going up every year
thanks to stock rates, fast
production capability and
variety of models that is
developed consistently every
year.
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OMEGA VIP New GenerationTip Up Seat ( Gas injection)
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OPEN-CLOSED VIEW BACK VIEW

SIDE VIEW

OMEGA VIP New GenerationTip Up Seat ( Gas injection)
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OMEGA VIP TECHNICAL DATASHEET

Y Corrosion (the biggest disadvantage for outdoor facilities) is totally out of
the question. Since seat is mounted on step without any metal brackets. The
bar connected to tip up mechanism is made of toughened aluminum with
aluminum scales on sides, thus seat is %100 rust proof.

Y Seat can be mounted directly on step to reach 45 cm seat height with
alternative assembly methods.

% UV and Antioxidant additives are used in color masterbatch with highest
light-fastness color pigments to prevent color fade. ( Light Resistance - EN
IS0 4892-2)

Y FR(fire retardent) additive is used to delay inflaming. Classified as UL94 V2
standard.

% The virgin copolymer PP material is injected with gas which takes durability
of the seat to the highest level.

% Padding is mounted on both seat and backrest of the seat to provide extra
comfort for spectators. Pad consists of 2 cm high density foam fixed on
plastic shell with flame resistant artificial leather.

% The seat has vandal-proof construction, resistant to breakage..

Y Tip up mechanism works with gravity without any springs.

% Orthopedic seating feature, which is comfortable for both the back and legs.

1 Seat numberis visible ontop when seatis not used.

Y Assembly is made on 4 points after placing galvanised dowels on drilled
holes with M8 stainless steel screws. In this way, assembly parts also do not

experience corrosion.

Our products have TS EN 12727 & TSE EN 13200-4 certificates and our
company has IS0 9001:2015 Quality Management System.

Seat designis protected by Utility Model Registration and Petty Patent.

Yucel Bahce Mob. San. ve Tic. A.S
Baspinar OSB Mah. 5. Bolge 83528 Nolu Cad. No:4/1 Sehitkamil 27620
GAZIANTEP TURKEY
e-mail:info@stadkoltugu.com E E
phone:+90 (342) 337 95 50 .
fax 490 1342) 337 95 45
stadseat.com/stadkoltugu.com
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